












Lonworks Networks Compatible 
Gateway

Interface for connection to LonWorks›› ® 
networks
Communication via Lon protocol ››
(twisted pair wire)
64 units connectable per DMS-IF››
Unlimited site size››
Quick and easy installation››

Integrated control system connecting VRV® system with BMS system.

PPD data is available on BMS-system››
Interface for BMS system››
Communication via BACnet protocol  ››
(connection via Ethernet)
256 units connectable per BACnet gateway››

Unlimited site size››
Easy and fast installation››
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4.	accessories

Individual control systems

BRC1D52
BRC7F533 BRC7E531 BRC7C67 BRC4C63 BRC4C64 BRC4C64 BRC4C64 BRC4C66 BRC7C529 BRC7E66  BRC7E619 BRC4C64 BRC4C64
BRC7F532 BRC7E530 BRC7C62 BRC4C61 BRC4C62 BRC4C62 BRC4C62 BRC4C65 BRC7C528 BRC7E63  BRC7E618 BRC4C62 BRC4C62

- - - - BRC2C51 BRC2C51 BRC2C51 BRC2C51 - - - BRC2C51 BRC2C51
- - - - BRC3A61 BRC3A61 BRC3A61 BRC3A61 - - - BRC3A61 BRC3A61

Wired remote control
Infrared remote control cooling only

heat pump
Simplified remote control
Simplified remote control for hotel use

Centralised control systems

DCS302C51
DCS301B51
DST301B51

Centralised remote control
Unified ON/OFF control
Schedule timer

DESCRIPTION

Others

DESCRIPTION

Wiring adapter
Wiring adapter (hour meter)
Wiring adapter for electrical appendices (1)
Wiring adapter for electrical appendices (2)
Remote sensor
Installation box for adapter PCB
Electrical box with earth terminal (3 blocks)
Electrical box with earth terminal (2 blocks)
Noise filter (for electromagnetic interface only)
External control adapter
Interface adapter for Sky Air series
Connector for forced on/forced off

- KRP1B57*1  - KRP1B61 KRP1B61 KRP1B56  - KRP1B61 KRP4A53 KRP1B3  - KRP1B61 KRP1B61
EKRP1C11*1 - EKRP1B2  - EKRP1B2*2  - EKRP1B2  -  -  -  -  -
KRP2A526*1 KRP2A526*1 KRP2A516*1 KRP2A61 KRP2A516 KRP2A53 KRP2A516 KRP2A61 KRP2A62* KRP2A51 KRP2A51 KRP2A51
KRP4AA53*1 KRP4A536*1 KRP4A516*1 KRP4A51 KRP4A516 KRP4A54 KRP4A516 KRP4A51 KRP4A52* KRP4A51 KRP4A51 KRP4A51
KRCS01-4 KRCS01-1
KRP1H98 KRP1BA101 KRP1B96*3/4  -  - KRP1BA101  - KRP1B97 KRP1C93*3 KRP4A93*3/4  -  -

- KJB311A
KJB212AA KJB212A

- KEK26-1A
- DTA104A52 DTA104A51*1 DTA104A61 DTA104A51 DTA104A53 DTA104A51 DTA104A61 DTA104A62 DTA104A51 DTA104A61 DTA104A61
-  -  -  -  -  -  -  - DTA102A52  -  -  -  -
-  -  -  -  -  -  -  - EKRORO  -  -  -  -

Notes:
*1: Installation box is required 
*2: Fixing box is KRP1A90 
*3: Up to 2 adapters can be fixed per installation box 
*4: Only 1 installation box can be installed per indoor unit

DS-net adapter
Software

DTA113B51 4 units can be connected per adapter, 40 units when 10 adapters are connected
DPC001B1-B51 Monitoring panel software

DCS601C51 2x64 units can be connected
DCS002C51 Power Proportional Distribution (PPD) software
DCS004A51 E-mail / Web software
DCS601A52 DIII NET-Plus adapter
KJB411A For wall mounted installation
1264009 Spare part n° of Touch-Pen for Intelligent Touch Controller

KRP928A2S For connection to Split units
DTA102A52 For connection to R-22 / R-407C Sky Air units
DTA112B51 For connection to R-410A Sky Air units
DEC101A51 Input contacts: 16 points
DEC102A51 Input contacts: 8 points; output contacts: 4 points

Intelligent Touch Controller
Software

Hardware
Installation box
Touch-Pen
Interface adapters

Digital input
Digital input/output

DESCRIPTION

DESCRIPTION

REFERENCE COMMENTS

REFERENCE COMMENTS

DESCRIPTION FXFQ FXZQ FXCQ FXKQ FXDQ FXDQ-N FXSQ FXMQ FXUQ FXHQ FXAQ FXLQ FXNQ

FXFQ FXZQ FXCQ FXKQ FXDQ FXDQ-N FXSQ FXMQ FXUQ FXHQ FXAQ FXLQ FXNQ

FXFQ FXZQ FXCQ FXKQ FXDQ FXDQ-N FXSQ FXMQ FXUQ FXHQ FXAQ FXLQ FXNQ
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DAM602B51 256 indoor units per IPU
DAM602B52 128 indoor units per IPU

IM3.XX Up to 1,024 indoor units
KRP928A2S For connection to Split units
DTA102A52 For connection to R-407C/R-22 Sky Air units
dta112b51 For connection to R-410A Sky Air units 

DAM101A51 Outdoor temperature sensor
DEC10151* Input contacts: 16 points
DEC10251* Input contacts: 8 points; output contacts: 4 points

DAM002A51
DAM003A51
DAM004A51

Intelligent Processing unit

Software
Interface adapters

DIII Ai
Digital input
Digital input / output
Power Proportional Distribution
ECO Mode
Web Acces Function

DESCRIPTION REFERENCE COMMENTS

DMS502B51 64 units per Gateway 
DAM411B51 Extension of 3 x DIII lines (3 x 64) indoor units
DAM412B51 For forced shutdown
KRP928A2S For connection to Split units
DTA102A52 For connection to R-407C/R-22 Sky Air units
dta112b51 For connection to R-410A Sky Air units

BACnet Gateway
DIII board 
Digital input/output
Interface adapters

DESCRIPTION REFERENCE COMMENTS

BMS: Building Management system
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Parallel interface - Basic unit
Temperature measurement units
Temperature setting units
Unification adapter for computerised control 
Wiring adapter for electrical appendices (1)

Wiring adapter for electrical appendices (2)
External control adapter for outdoor unit

DIII-net expander adapter

Mounting kit

DPF201A51 enables ON/OFF command, operation and display of malfunction can be used in combination with up to 4 units.
DPF201A52 enables temperature measurement output for 4 groups; 0~5VDC.»
DPF201A53 enables temperature setting input for 16 groups; 0~5VDC.»
DCS302A52 used for combining of air conditioning control computer and central remote controller (ON/OFF, display)
KRP2A51 simultaneously controls air conditioning control computer and up to 64 groups of indoor units. 
KRP2A52

KRP4A51-53 to control the group of indoor units collectively, which are connected by the transmission wiring of remote controller.
DTA104A51

cooling/heating mode change over, demand control and low noise control are available between the plural outdoor units.
DTA104A52
DTA109A51 a maximum of 10 outdoors or 128 indoors can be connected to 1 DTA109A51

a maximum of 8 DTA109A51 can be connected to DIII-net
KRP4A92 for easy installation of the DTA109A51

DESCRIPTION REFERENCE COMMENTS

DMS504B51 Up to 64 units can be connected per DMS-IF 
KRP928A2S For connection to Split units
DTA102A52 For connection to R-407C/R-22 Sky Air units
dta112b51 For connection to R-410A Sky Air units

LonWorks® networks compatible Gateway
Interface adapters

DESCRIPTION REFERENCE COMMENTS
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Naamloze Vennootschap

Zandvoordestraat 300

B-8400 Oostende, Belgium

www.daikin.eu

BTW: BE 0412 120 336
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The present leaflet is drawn up by way of information only and 
does not constitute an offer binding upon Daikin Europe N.V.. Daikin 
Europe N.V. has compiled the content of this leaflet to the best 
of its knowledge. No express or implied warranty is given for the 
completeness, accuracy, reliability or fitness for particular purpose 
of its content and the products and services presented therein. 
Specifications are subject to change without prior notice. Daikin 
Europe N.V. explicitly rejects any liability for any direct or indirect 
damage, in the broadest sense, arising from or related to the use 
and/or interpretation of this leaflet. All content is copyrighted by 
Daikin Europe N.V.

Daikin Europe N.V. is approved by LRQA for its Quality 
Management System in accordance with the ISO9001 
standard. ISO9001 pertains to quality assurance 
regarding design, development, manufacturing as 
well as to services related to the product.

ISO14001 assures an effective environmental 
management system in order to help protect human 
health and the environment from the potential impact 
of our activities, products and services and to assist 
in maintaining and improving the quality of the 
environment.

Daikin units comply with the European regulations that 
guarantee the safety of the product.

VRV® products are not within the scope of 
the Eurovent certification programme.

Daikin’s unique position as a manufacturer of 
air conditioning equipment, compressors and 
refrigerants has led to its close involvement in 
environmental issues. 
For several years Daikin has had the intention 
to become a leader in the provision of products 
that have limited impact on the environment. 
This challenge demands the eco design and 
development of a wide range of products 
and an energy management system, resulting 
in energy conservation and a reduction of 
waste. 

Daikin products are distributed by:


